
HDMI armored cables explained

Plastic Coupling Nut 
Heavy duty plastic constructon 
ensures that the crush resistant 
jacket remains in place

Same premium quality HDMI components used in L-com’s HDCA cable assemblies 
High performance HDMI with added benefit of extra durability. Great for applications where standard cables may be damaged 
due to excessive force.

Crush 
Resistant 
Plastic Jacket 
Up to 800 PSI 
(pounds per 
square inch)

Metal Coupling Nut 
Heavy duty constructon ensures 
that the crush resistant jacket 
remains in place

Crush Resistant Metal 
Jacket 
Up to 1500 PSI (pounds 
per square inch)

Uses our Premium bulk cable including PVC cable jacket and braid/foil shield under the armor.

DVI armored cables explained

Plastic Coupling Nut 
Heavy duty plastic 
constructon ensures that 
the crush resistant jacket 

Crush Resistant Plastic 
Jacket 
Up to 800 PSI (pounds per  

Uses our Premium bulk cable including PVC cable jacket and braid/foil shield under 

Crush Resistant Metal 
Jacket 
Up to 1500 PSI (pounds 

Metal Coupling Nut 
Heavy duty constructon 
ensures that the crush 
resistant jacket remains in 

USB armored cables explained

Uses our Premium bulk cable including PVC cable jacket and 20 AWG power leads under 

Crush Resistant Metal 
Jacket 
Up to 1500 PSI (pounds 

Metal Coupling Nut 
Heavy duty constructon 
ensures that the crush 
resistant jacket remains in 

Crush Resistant Plastic Jacket 
Up to 800 PSI (pounds per square 

D-Subminiature armored cables explained

Uses our Premium bulk cable including PVC cable jacket and braid/foil shield under 

Plastic Coupling Nut 
Heavy duty plastic 
constructon ensures that 
the crush resistant jacket Crush Resistant 

Plastic Jacket 
Up to 800 PSI 
(pounds per square 

Crush Resistant Metal 
Jacket 
Up to 1500 PSI (pounds 

Metal Coupling Nut 
Heavy duty constructon 
ensures that the crush 
resistant jacket remains in 


