
Directional Antenna Application

The HG913Y-NF is being used in a waste water lift station application. Data is 
being sent wirelessly to a central control location where water levels and 
pressure can be monitored.
 
This particular installation has a series of sensors monitoring the key 
parameters of the location. The data is logged and formatted for transmission 
as packet data to the central control facility. The packet data is sent via a 
wireless link and in this case, a directional, high gain YAGI antenna pointed at 
the receiving antenna location. The central control station has the capability to 
send data to this remote installation to deliver commands, if needed, to 
properly operate the waste water lift station.

L-com's radome kits bolt directly to the dish antennas with the provided stainless 
steel hardware. Drilling mounting holes in the antenna is not required. The radome 
cover can be attached to existing antennas already mounted in the field or 
preassembled to the antenna before mounting.

The Radome offers protection to the antenna from the elements, such as Ice, 
Sleet, Hail, Dust and Blowing Dirt/Sand. It also streamlines the aerodynamic shape 
of the antenna, reducing the wind loading on the face. The Radome thus contrib-
utes to extending the life of the antenna and the installation.
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Alternative mounting options for L-com’s  
Sector, Panel and Omni WiFi Antennas

If it is not possible to install a WiFi antenna on a mast or pole, you can use the HGX-UMOUNT mounting bracket for side of building 
installations. In the diagram below two of L-com’s HGX-UMOUNT brackets are connected to an HG2414SP-090 sector antenna. 
This mounting option will work with sector style antennas that have two (one upper and one lower) mounting point and with 
standard flat panel and Omni antennas using just one HGX-UMOUNT (see diagrams below).
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L-com’s HyperLink® radome kits bolt directly to the dish antennas with the 
provided stainless steel hardware. Drilling mounting holes in the antenna is 
not required. The radome cover can be attached to existing antennas already 
mounted in the field or preassembled to the antenna before mounting.
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