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3/8-32 UNEF

TYPE "F" FEMALE
CONNECTOR

RoHS Compliant 

NOTES:

1.  IMPEDANCE: 75 OHMS.
2.  CONNECTOR SHALL BE INDIVIDUALLY PACKAGED IN
     ACCORDANCE WITH L-COM SPEC. PS-0031.

DESCRIPTION MATERIAL FINISH
BODY BRASS NICKEL

DIELECTRIC ("F") MALE DELRIN ---
DIELECTRIC ("F") FEMALE PP ---

PIN ("F") FEMALE PHOSPHOR BRONZE TIN
PIN ("F") MALE BRASS NICKEL

RETAINING RING BRASS NICKEL
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NORTH ANDOVER, MA
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R.CARRICK 02/09/01
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RELEASED FOR PRODUCTION

ECN 3119: UPDATE DWG FORMAT 12/17/07

MCCORMICK

D.GRIFFIN

C ECN 5558: UPDATED TO MATCH NEW SUPPLIER,UPDATE FORMAT 6/20/11 D. CASTRO

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

    

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

ADAPTOR F F/F M PUSH ON RA

COAXIAL

PROJECTION

UNLESS OTHERWISE SPECIFIED,

REF

C.McCORMICK

COLOR VARIATIONS
MAY OCCUR

02/09/01
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005
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