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MINI UHF PLUG BNC JACK

SPECIFICATIONS:

MATERIALS:
SHELL: BRASS
CONTACTS: BRASS
INSULATOR: TEFLON OR DELRIN
CENTER PIN: BRASS

FINISH:
SHELL: NICKEL PLATE
CONTACT: NICKEL PLATE
CENTER PIN: GOLD PLATE

ELECTRICAL:
NOMINAL IMPEDANCE: 50 ohmA
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INITIAL RELEASE

REVISED OVERALL LENGTH AND TOL FROM 1.18 (ECN# 1565) 10/20/03

MCCORMICK

MCCORMICK

C ECN 3134: UPDATE DWG FORMAT 12/31/07 D.GRIFFIN

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

D ECN 10429: UPDATED DRAWING AND MODEL PER LATEST SPEC 03/23/2020 SELLIS

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

CAGE CODE

ADAPTOR MINI-UHF M/BNC F

COAXIAL

UNLESS OTHERWISE SPECIFIED,

C.MCCORMICK

COLOR VARIATIONS
MAY OCCUR

05/01/2003OVERALL CABLE LENGTH TOLERANCE:
                      ≤12 [305] = +1 [25] / -0
    >12 [305] ≤60 [1524] = +2 [51] / -0

  >60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

              >300 [7620] = +5% / -0
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ALL OTHER DIMENSIONAL TOLERANCES:

THIRD-ANGLE PROJECTION
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ANGLES ± 1°
± 1/32

FRACTIONS       .X =  .2 [5]
        .XX =  .02 [.5]

           .XXX =  .005 [.13] 


