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2X ADHESIVE LABEL

KNURL THUMBSCREW

STRAIN RELIEF GROMMET

HOOD, BOTTOM  HALF

(SET OF 5 I.D. SIZES)

2X ISO M3.5X0.6 

STRAIN RELIEF CLAMP SET

RIBBON CONNECTOR
MALE 24-PIN MINIATURE

2X 4-40 ASSEMBLY SCREW

HOOD, TOP HALF

NOTES:

 MATERIALS AND FINISHES:

HOOD HALVES AND CONNECTOR FLANGE/GUARD:  
ZINC ALLOY, NICKEL PLATED
THUMBSCREWS:  STEEL, ZINC PLATED, BLACK
ASSEMBLY SCREWS AND STRAIN RELIEF CLAMP SET:  STEEL, NICKEL PLATED
CONNECTOR INSULATOR:  POLYBUTYLENE THEREPHTHALATE, BLUE (94V-0)
CONNECTOR CONTACTS:  COPPER ALLOY, 30u" GOLD PLATED IN 
CONTACT AREA, TIN PLATED IN SOLDER TAIL.                    
CONNECTOR BUSHINGS:  STEEL, NICKEL PLATED, TAPPED ISO M3.X0.6
GROMMET:  PVC BLACK (SET OF 5 I.D. SIZES)
LABELS:  SYNHETIC PAPER ART PAPER BLACK

TINNED SOLDER-CUP CONNECTOR TERMINALS ACCEPT 22AWG SOLID
AND 24AWG STRANDED WIRE CONDUCTORS.

ASSEMBLED CONNECTOR MATES WITH ALL L-COM IEEE-488 FEMALE
CONNECTORS AND MOST SIMILAR RECEPTACLES

PACKAGING:
ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE
 WITH L-COM SPECIFICATION PS-0031.

D

GROMMET CHART
A 6.0mm [ .236]
B 7.0mm [ .276]
C 8.0mm [ .315]
D 9.0mm [ .354]
E 10.0mm [ .394]
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