
REGULATORY COMPLIANCE:
EU RoHS DIRECTIVE (MOST RECENT RELEASED VERSION)

 LENGTH 

2X MOLDED STRAIN RELIEF,
PVC, BLACK 2X LOGO BOTH SIDES

14mm HEX NUT

WASHER

50 OHM BNC FEMALE
BULKHEAD CONNECTOR

NICKEL PLATED SHELL

RG58C/U, 50 OHM COAXIAL CABLE
JACKET: PVC, BLACK

50 OHM BNC PLUG
GOLD PLATED CENTER CONTACT
NICKEL PLATED SHELL

.470
11.94

.505
12.83

RECOMMENDED
PANEL OPENING

C
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C ECN 10658: UPDATE FEMALE BULKHEAD CONN. HEX SIZE TO 14mm 09/11/2020 SRAUTUS
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CABLE LENGTH (L) TOLERANCES:

                         L ≤ 12 [305] = +1 [25] / -0
      12 [305] < L ≤ 60 [1524] = +2 [51] / -0
  60 [1524] < L ≤ 120 [3048] = +4 [102] / -0
120 [3048] < L ≤ 300 [7620] = +6 [152] / -0
                     300 [7620] < L = +5%L / -0

UNLESS OTHERWISE SPECIFIED
LEADING DIMENSIONS ARE INCHES

DIMENSIONS IN [ ] ARE MILLIMETERS

TOLERANCES:

.XXX = ± .005 [ .13 ]
.02   [ .51 ].XX = ±

.X = ±.2     [5.08] FRACTIONS
± 1/32

ANGLES ± 1°

THESE COMMODITIES, TECHNOLOGY OR SOFTWARE WERE EXPORTED FROM THE UNITED STATES IN ACCORDANCE
WITH THE EXPORT ADMINISTRATION REGULATIONS. DIVERSION CONTRARY TO U.S. LAW PROHIBITED.

THIRD-ANGLE PROJECTION
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