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IEEE-488 REVERSING EXTENDER, M/F

IEEE-488

PROJECTION

UNLESS OTHERWISE SPECIFIED,

RON CARRICK

UNDIMENSIONED FEATURES

MAY OCCUR

DIMENSIONAL TOLERANCES:

.X = ±.1
.XX = ±.02

.XXX = ±.005

ANGULAR  TOLERANCES:

ALL = ± 1°

FEMALE
GPIB CONNECTOR

2X, 24 CONTACT

4X ISO M3.5 X 0.6
TAPPED HOLE

2X 1.62
41.1

.91
23.1

2.50
63.5

1.08
27.4

1.64
41.7

RoHS Compliant 

NOTES:

MATERIAL:
HOUSING: DIE-CAST ALUMINUM ALLOY.
CONNECTOR INSULATORS: GLASS-FILLED PBT, BLUE, UL94V-0 RATED.
CONNECTOR CONTACTS: 24X, COPPER ALLOY, RIBBON, .085" PITCH.
THUMBSCREWS: STEEL.

FINISH:
HOUSING: NICKEL PLATED.
CONNECTOR CONTACTS: 30μ INCHES GOLD PLATED OVER NICKEL.
THUMBSCREWS: BLACK OXIDE.

ELECTRICAL:
VOLTAGE RATING: 200 VOLTS.
CURRENT RATING: 1 AMP PER CONTACT AT 25 C.
INSULATION RESISTANCE: 1 GIGAOHMS

MISCELLANEOUS:
OPERATING TEMPERATURE RANGE: -40 C TO +85 C.
WIRED STRAIGHT THROUGH, PIN TO LIKE-NUMBERED PIN AND
  MEETS ANSI/IEEE STD 488.1-1987.
TWO DUST CAPS PROVIDED FOR CONNECTORS (NOT SHOWN).
ALL DIMENSIONS ARE FOR REFERENCE ONLY.
COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE
 WITH L-COM SPECIFICATION PS-0031.


