
RoHS Compliant 

     ACCORDANCE WITH L-COM SPEC. PS-0031.
3.  ADAPTOR SHALL BE INDIVIDUALLY PACKAGED IN
2.  ADAPTOR SHALL BE TESTED FOR CONTINUITY.
1.  ADAPTOR IS SHIPPED WITH DUST COVERS ASSEMBLED (NOT SHOWN).

NOTES:

WIRING TABLE
"J1" "P1" "J1" "P1"
1 1 15 15
2 2 16 16
3 3 17 17
6 6 18 18
7 7 19 19
9 9 22 22

10 10 23 23
11 11 24 24
14 14 SHELL SHELL
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THUMBSCREW
2X 4-40 UNC-2A

2X #4-40 HEX
JACK SCREW
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ECN 6244: REVISED 5.08mm TO 4.82mm
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ECN 6221: CN RELEASE 10/25/11
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COLOR VARIATIONS
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THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

FSCM NO.

 

ADAPTER DVI-D MALE/DVI-I FEMALE

AUDIO/VIDEO

PROJECTION

NORTH ANDOVER, MA

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

MOLDED HOOD,
PVC, LIGHT GRAY 
(PANTONE 400C)
WITH 360° FOIL SHIELDING

3.8
.1502X.190

4.82

CONNECTOR

MALE DVI-D
SINGLE LINK

"P1"

PIN 1

.59
14.9

1.56
39.7


