
3/8-24 UNF-2A
2X, DUST CAP

ST ADAPTER

1.17
29.7

.438
11.13

LOCK WASHER

HEX NUT

.30

FLATS
7.6

.386±.005
9.80±0.13

.315±.005
8.00±0.13

NOTES:

DUST CAPS ARE INSTALLED FOR SHIPMENT.

COMPONENTS COME UNASSEMBLED AND SHALL BE INDIVIDUALLY
PACKAGED IN A POLY BAG.

RECOMMENDED
PANEL CUTOUT

MODEL NUMBER FOA-RSTN-SM FOA-RSTS-SM

DESCRIPTION ST/ST ADAPTER
SINGLE MODE

ST/ST ADAPTER
SINGLE MODE

MATERIAL BRASS STAINLESS STEEL
FINISH NICKEL PLATE PASSIVATED
SLEEVE ZIRCONIA ZIRCONIA

HARDWARE SST, PASSIVATED SST, PASSIVATED
DUST CAP PVC PVC
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REVISIONS

DESCRIPTION APPROVEDREV DATE

D.GALLAGHER 2/16/12

4/6/12A INITIAL RELEASE D.GRIFFIN

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

RGD ST ADPT SM CERAMIC

FIBER OPTICS

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D.FRISIELLO

COLOR VARIATIONS
MAY OCCUR

2/16/12
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005
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