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NOTES:

1. MATERIAL:  5052 ALUMINUM

2. UNASSEMBLED PARTS WITH HARDWARE SHALL BE    
    PACKAGED IN ACCORDANCE WITH L-COM SPECIFICATION PKG-00012.

3. ALL HARDWARE FOR ASSEMBLY AND MOUNTING
    TO BE 18-8  STAINLESS STEEL - INDIVIDUALLY BAGGED (SEE CHART)

REGULATORY COMPLIANCE:
CE2011/65/EU(RoHS DIRECTIVE)

1/4-20 x 1/2
HEX BOLT W/WASHER
AND LOCK WASHER

(BAGGED)
(2X)

M8 X 1.25 X 25mm
HEX BOLT W/ WASHER
AND LOCK WASHER

(BAGGED)
(2X)

FOR AP ATTACHMENT

HARDWARE QTY
1/4-20 X 1/2" HEX BOLT 2

1/4" FLAT WASHER 2

1/4" LOCK-WASHER 2

5/16-18 X 3/4" CARRIAGE BOLT 6

5/16-18 SERRATED-FLANGE LOCKNUT 6

M8 X 1.25 X 25mm HEX BOLT 2

M8 FLAT WASHER 2

M8 LOCK-WASHER 2
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ANTENNA SWIVEL MOUNT ASSEMBLY PARTS
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THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

NORTH ANDOVER, MA

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF

(SHIPPED UNASSEMBLED)

ANTENNA

PROJECTION

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

UNDIMENSIONED FEATURES

DIMENSIONAL TOLERANCES:

.X = ±.1 [2.54]
.XX = ±.01 [.25]

.XXX = ±.005 [.13]

ANGULAR  TOLERANCES:

ALL = ± 1°

OUTLINE OF ANTENNA
WHEN AFFIXED
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5/16-18 X 3/4"
CARRIAGE BOLT

W/SERRATED-FLANGE LOCKNUT
(USED FOR ASSEMBLY)

(6X)

SHOWN ASSEMBLED
FOR REFERENCE

SHOWN UNASSEMBLED
- AS SHIPPED -


