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NOTES:

ENCLOSURE: METAL
NUMBER OF VGA OUTPUT: 2
SIGNAL BANDWIDTH: 350MHz
SIGNAL TYPE: VGA, SVGA, MULTI-SYNC
LED INDICATORS: POWER (GREEN) x 1
                              ACTIVE (AMBER) x 1
CABLE LENGTH: 65.0 METERS (210 FT) MAX.
CONNECTOR INPUT: HDB15 MALE x 1
CONNECTOR OUTPUT: HDB15 FEMALE x 2
POWER CONSUMPTION (MAX): DC 5V, 200mA, NORMAL OPERATION
                                                       10mA, POWER-SAVING MODE

ALL DIMENSIONS ARE FOR REFERENCE ONLY.

COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN 
ACCORDANCE WITH L-COM SPECIFICATION PS-0031.
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COLOR VARIATIONS

NORTH ANDOVER, MA
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005
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