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ZONE | REV DESCRIPTION DATE CHANGED BY APPROVED
B ECO-15269 1/5/2026 TDUFRENE REVANGELIS
LENGTH
WIRING MAP | -
Typ?g A SEE NOTE 2 VA

J1| COLOR |J2 FIBER 1

1 BLUE 1 KEY UP FIBER 1 2X ALIGNMENT PIN

2 ORANGE 2 ((

3| GREEN |3 )

4 BROWN 4 1 KEY DOWN

5 GRAY 5 MPO MALE J2

6 WHITE 5 12 FIBER CONNECTOR 12 FIBER ROUND CABLE l»:/lngé\g;LEONNECTOR

7 RED 7 2X ALIGNMENT PIN 50/125 MULTIMODE OM2

B LSZH (LOW SMOKE ZERO HALOGEN) RATED 7]

8 BLACK 8 COLOR: ORANGE

9 YELLOW 9

10| PURPLE |10

11 ROSE 11

12 AQUA 12
NOTES:
1. ALL CONNECTORS SUPPLIED WITH A DUST CAP INSTALLED UNLESS OTHERWISE SPECIFIED

(NOT SHOWN). SRR R R WL MRS =COMm’ @ o]
2. CABLE ASSEMBLY LENGTH DETERMINED BY ITEM PN AND _+T°LERAN°ES: N TERPRET ALL DIMENSIONS AND
DESCRIPTION. _x>'<x=_¢]j§ {3?5] FR:?EE)NS an INFINIT® brand TOLERANCES PER ASME Y14.5

3. CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY. XXX =£005[013] | ANGLES#1° Website: www.L-com.com SCALE SHEET
4, CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IAW CABLE LENGTH TOLERANCES: Phone: 1.800.341.5266 | 1.978.682.6936 NONE 10F 1

DESCRIPTION

MPO W/ PINS TO MPO W/PINS, 12 FIBER, TYPE A, 50/125 OM2

MMF, LSZH JACKET
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