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24X LC DUPLEX MULTIMODE ADAPTOR (IVORY)
(DUST CAPS NOT SHOWN)

NOTES:

1.  MATERIAL: 
         PANEL: .060" THICK COLD ROLLED STEEL.
         PLASTIC FRAME: ABS UL94V-0
         PLASTIC HOUSING: HIGH IMPACT UL94V-0 THERMOPLASTIC.
         BLANK INSERT: ABS HIGH IMPACT UL94V-0 THERMOPLASTIC
         SLEEVE: PHOSPHOR BRONZE
         BRACKET: SUS 304
         MODULE: FIBER DUPLEX LC F/F MODULE
         DUST CAP (NOT SHOWN): HIGH IMPACT UL94V-0 THERMOPLASTIC
2.  PANEL FINISH: BLACK POWDER COAT.
3.  SILKSCREEN TEXT COLOR: WHITE.
4. PACKAGE IN ACCORDANCE WITH L-COM SPECIFICATION PS-0014

RoHS Compliant 
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CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

1.75" X 19" PNL 24 LC DPLX 

RACK PANELS

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D. CASTRO

COLOR VARIATIONS
MAY OCCUR

12/22/10
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005
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