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CE2011/65/EU(RoHS DIRECTIVE)
REGULATORY COMPLIANCE:

     ACCORDANCE WITH L-COM SPECIFICATION PS-0014.
 5.PANEL ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN 

NOTES:

 1. MATERIAL: .06 COLD ROLLED STEEL.
 2. PANEL FINISH: FLAT BLACK POWDER COAT.
 3. SILKSCREEN TEXT COLOR: WHITE.
 4. ALL BNC ADAPTORS GROUNDED TO PANEL.

B

B

76.2
3.00

88.4

1.752X 
2X 

6.4
.25

44.5

19.00

18.50
469.9

482.6

4X 

3.48

8X 
16X R.13

3.2

TOLERANCE NON-CUMULATIVE
2X 15 EQUAL SPACES @1.00 [25.4]
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3.5"X19" W/32 BNC F-F GND+C BK

RACK PANELS

COLOR VARIATIONS

NORTH ANDOVER, MA
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]


