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THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

FRACTIONS
± 1/32 UNDIMENSIONED FEATURES

1.5" OFFSET - 10 PACK
L-COM 90° ROUND BEND LACING BAR 

1

CAGE CODE

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

UNLESS OTHERWISE SPECIFIED,

PRODUCT DESCRIPTIONALL OTHER DIMENSIONAL TOLERANCES:

50 High Street, West Mill, 

Phone:  1.800.341.5266

>120 [3048] ≤300 [7620] = +6 [152] / -0

North Andover, MA 01845 USA.

              >300 [7620] = +5% / -0

T-Rev.D

  >60 [1524] ≤120 [3048] = +4 [102] / -0

THIRD-ANGLE PROJECTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF

    >12 [305] ≤60 [1524] = +2 [51] / -0
              1.978.682.6936

RACK PANELS

CAD FILE: RP00006-10.SLDDRW

       .X =  .2 [5]
        .XX =  .02 [.5]

           .XXX =  .005 [.13] 

NOTES:

1.  ALL DIMENSIONS ARE FOR REFERENCE ONLY.
2.  MATERIAL: STEEL
3.  FINISH: POWDER COAT, BLACK (RAL9005)C
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