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NOTES:

1. CONSTRUCTION:
    CONDUCTOR: 26 AWG STRANDED BARE COPPER                                                                                                              
    INSULATION MATERIAL:  THERMOPLASTIC ELASTOMER,HALOGEN FREE                                                   NOM. O.D:   .039" REF.                                     
    PAIRS: COLOR CODED SINGLES TWISTED INTO PAIRS                                                                
    SHIELD:  TINNED COPPER BRAID
    JACKET:  POLYURETHANE,  TEAL                                                                                                              CABLE  DIA:  0.248" NOM.                 
                                                                                                                                                     
2.  PHYSICAL PROPERTIES: 
     STATIC TEMPERATURE RATING:  -30  C TO +80 ° C
     FLEX TEMPERATURE RATING:  -5  C TO +80 ° C
     JACKET IS OIL AND ABRASION RESISTANT
     FLEX TESTED FOR 2.5 MILLION FLEX CYCLES
     MINIMUM BEND RADIUS - FIXED:  8x OUTER DIAMETER [1.98"]
     MINIMUM BEND RADIUS - FLEXING:  15x OUTER DIAMETER [3.72"]

3.  AGENCY APPROVALS:  
      UL: AWM STYLE 21576;  CANADA: cRU AWM I/II A/B FT2,  FLAME RETARDANT IEC 60332-1-2,  HALOGEN FREE VDE 0472-815,    
        RoHS COMPLIANT 

4. ELECTRICAL CHARACTERISTICS: 
      PEAK OPERATING VOLTAGE:  125 V  (NOT FOR POWER APPLICATIONS)
      NOMINAL VOLTAGE: 1000V (NOT FOR POWER APPLICATIONS)
      IMPEDANCE                                          100 +/- 15 OHM   1-100 MHz
      MAXIMUM CABLE RUN:  196.0  FT  (60.0 M)

CROSS-SECTIONAL VIEW

COLOR CODE
BLUE x WHITE/BLUE

ORANGE x WHITE/ORANGE 
GREEN x WHITE/GREEN

BROWN x WHITE/BROWN

MODEL NUMBER LENGTH COLOR PACKAGING
TFCHF2004 1000.0 FT TEAL SPOOL

TFCHF2004-100 100.0 FT TEAL POLY BAG
TFCHF2004-250 250.0 FT TEAL SPOOL

TFCHF2004-XXX CONSISTS OF A CONTINUOUS LENGTH OF BULK CABLE

NOTES:

1. CONSTRUCTION:
    CONDUCTOR: 26 AWG STRANDED BARE COPPER                                                                                                              
    INSULATION MATERIAL:  THERMOPLASTIC ELASTOMER,HALOGEN FREE                                                   NOM. O.D:   .039" REF.                                     
    PAIRS: COLOR CODED SINGLES TWISTED INTO PAIRS                                                                
    SHIELD:  TINNED COPPER BRAID
    JACKET:  POLYURETHANE,  TEAL                                                                                                              CABLE  DIA:  0.248" NOM.                 
                                                                                                                                                     
2.  PHYSICAL PROPERTIES: 
     STATIC TEMPERATURE RATING:  -30  C TO +80 ° C
     FLEX TEMPERATURE RATING:  -5  C TO +80 ° C
     JACKET IS OIL AND ABRASION RESISTANT
     FLEX TESTED FOR 2.5 MILLION FLEX CYCLES
     MINIMUM BEND RADIUS - FIXED:  8x OUTER DIAMETER [1.98"]
     MINIMUM BEND RADIUS - FLEXING:  15x OUTER DIAMETER [3.72"]

3.  AGENCY APPROVALS:  
      UL: AWM STYLE 21576;  CANADA: cRU AWM I/II A/B FT2,  FLAME RETARDANT IEC 60332-1-2,  HALOGEN FREE VDE 0472-815,    
        RoHS COMPLIANT 

4. ELECTRICAL CHARACTERISTICS: 
      PEAK OPERATING VOLTAGE:  125 V  (NOT FOR POWER APPLICATIONS)
      NOMINAL VOLTAGE: 1000V (NOT FOR POWER APPLICATIONS)
      IMPEDANCE                                          100 +/- 15 OHM   1-100 MHz
      MAXIMUM CABLE RUN:  196.0  FT  (60.0 M)
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