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TYPE 26AWG 4PR PATCH CABLE 75°C
ISO/IEC 11801
CATERGORY 6A S/FTP 10G OUTDOOR
JACKET: PVC CMX, COLOR: BLACK

2X DUSTPROOF CAP
PVC, BLACK

2X MAIN BODY (HOOD)
PC UL94V-0 BLACK,
BLACK GASKET : RUBBER CABLE

2X SR
MLS TYPE 60P
PVC, BLACK

2X RJ45 PLUG
8P8C 50U"
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SPECIFICATION:

1. THE MATERIAL OF CORDS IS A KIND OF MULTICORE
    CORDS AND THEY MEET THE REQUIREMENTS 
    STIPLUATED IN TIA/EIA-568-C.2 ABOUT CAT6A OF PATCH CORDS.
2. SUPPORT 500 MHZ BROADBAND
3. MAX. CONDUCTOR DC RESISTANCE (Ω /KM) #26:149
4. MIN.INSULATION RESISTANCE (Ω-M) PE:100M
5. DIELECTRIC STRENGTH AC-500V/1 MIN

ELECTRIC REQUIREMENTS: (CABLE LENGTH: 100M)

1. CHARACTERISTIC IMPEDANCE(ZO) : 85~ 115Ω (1 ~ 500 MHZ)
2. DC. RESISTANCE CAPACITANCE UNBALANCE : 5 %
3. PAIR-TO-GROUND CAPACITANCE UNBALANCE : 330 PF/100M MAX
4. CONDUCTOR RESISTANCE : 14.0Ω/ 100M 20 C MAX
5. MUTUAL CAPACITANCE : 5600 PF/100M MAX
6. DIELECTRIC STRENGTH : 1.5KV AC/2SECS
7. NOMINAL VELOCITY OF PROPAGATION (NVP) : 76 %

TEMPERATURE RANGE:

1. INSTALLATION TEMPERATURE : -10 ~ 50 C
2. STORAGE TEMPERATURE : -30 ~ 75 C

MISCELLANEOUS:   

1. CABLE ASSEMBLY TO BE TESTED FOR CONTINUITY.   
2. CABLE ASSEMBLY TO BE INDIVIDUALLY PACKAGED IN ACCORDANCE 
    WITH L-COM SPECIFICATION PS-0031. 

PART NUMBER COLOR
LENGTH
METERS  
[FEET]

TOLERANCE
INCH  [mm]

TRD695AWB-05M BLACK 0.5 [1.64] 1.18 [ 30]

TRD695AWB-1M BLACK 1.0 [3.28] 1.97 [ 50]

TRD695AWB-2M BLACK 2.0 [6.56] 1.97 [ 50]

TRD695AWB-3M BLACK 3.0 [9.84] 1.97 [ 50]
TRD695AWB-5M BLACK 5.0 [16.4] 1.97 [ 50]

TRD695AWB-7.5M BLACK 7.5 [24.6] 1.97 [ 50]
TRD695AWB-10M BLACK 10.0 [32.8] 2.95 [ 75]
TRD695AWB-15M BLACK 15.0 [49.2] 2.95 [ 75]
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CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

CAGE CODE

Category 6a IP68 Waterproof Ethernet 
Cable Assembly

TELECOM/MODULAR

UNLESS OTHERWISE SPECIFIED,

VTHANGARAJ

COLOR VARIATIONS
MAY OCCUR

06/13/22OVERALL CABLE LENGTH TOLERANCE:
                      ≤12 [305] = +1 [25] / -0
    >12 [305] ≤60 [1524] = +2 [51] / -0

  >60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

              >300 [7620] = +5% / -0
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ALL OTHER DIMENSIONAL TOLERANCES:

THIRD-ANGLE PROJECTION
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FRACTIONS       .X =  .2 [5]
        .XX =  .02 [.5]

           .XXX =  .005 [.13] 
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