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SHIELD

"P2"

               NOM. DIA: .34 [8.5] X .11 [2.8]

MISCELLANEOUS:   

• CABLE ASSEMBLY TO BE TESTED FOR CONTINUITY.   
• CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED 

7 WHITE/BROWN

SHIELD

POSITION 1

EU RoHS DIRECTIVE (MOST RECENT RELEASED VERSION)

• PASS FLUKE DSX 8000 CHANNEL TEST (5%TEST) 
• BANDWIDTH: 600MHz 

    IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.

REGULATORY COMPLIANCE:

JACKET: CM PVC, BLACK

(8P8C)

"P1"

NOTES: 

PHYSICAL CHARACTERISTICS: 

•CABLE TYPE: CAT7 U/FTP 
•TEMPERATURE RATING: 
   • INSTALLATION:  0°C~50°C 
   • OPERATION: -20°C~60°C 
•VOLTAGE RATING:  30V

MECHANICAL CHARACTERISTICS: 

• CONTACT MATERIAL: COPPER ALLOY, 50U''GOLD PLATING 

ELECTRICAL CHARACTERISTICS: 

• CONDUCTOR DC RESISTANCE: 38.5Ω/100M (MAXIMUM) 
• IMPEDANCE: 100Ω 
• CAPACITANCE: 5600pf/100M 
• PROPAGATION DELAY: 545ns/100M (MAXIMUM) 
• DELAY SKEW: 45ns/100M (MAXIMUM) 

CAT 7
4 TP 30AWG STRANDED BARE COPPER WITH
INDIVIDUAL ALUM/POLY FOIL SHIELDS AND
SINGLE COPPER DRAIN WIRE

2X SHIELDED
RJ45 PLUG

POSITION 1
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CATEGORY

PRODUCT DESCRIPTION

NONE

CAGE CODE

C7 Flat U/FTP 30AWG CM PVC

TELECOM/MODULAR

T-Rev.D

50 High Street, West Mill, 
North Andover, MA 01845 USA.
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              1.978.682.6936
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CAD FILE: TRD730FLAT.SLDDRW

PART NUMBER COLOR LENGTH
FEET  [METERS]

TOLERANCE
INCH  [mm]

TRD730FLAT-BLK-05F BLACK 0.5 [0.15] +1.38/-.59 [+35/-15]

TRD730FLAT-BLK-1F BLACK 1.0 [0.30] +1.38/-.59 [+35/-15]

TRD730FLAT-BLK-3F BLACK 3.0 [0.91] +1.38/-.59 [+35/-15]

TRD730FLAT-BLK-5F BLACK 5.0 [1.52] +1.38/-.79 [+35/-20]

TRD730FLAT-BLK-7F BLACK 7.0 [2.13] +1.38/-1.18 [+35/-30]

TRD730FLAT-BLK-10F BLACK 10.0 [3.04] +1.38/-1.18 [+35/-30]

TRD730FLAT-BLK-15F BLACK 15.0 [4.57] +1.38/-1.18 [+35/-30]

TRD730FLAT-BLK-25F BLACK 25.0 [7.62]  2.36[ 60]

TRD730FLAT-BLK-35F BLACK 35.0 [9.14]  3.15 [80]

TRD730FLAT-BLK-50F BLACK 50.0 [15.24]  3.15 [80]

TRD730FLAT-BLK-65F BLACK 65.0 [19.81]  3.15 [80]


