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NOTES:

1.CABLE ASSEMBLY SHALL BE TESTED FOR CONTINUITY

2.INGRESS PROTECTION RATING IS IP67 (J1 ONLY ,MATED)

3.CABLE ASSEMBLY SHALL BE INDIVIDUALLY PACKAGED IN
   ACCORDANCE WITH L-COM SPECIFICATION PS-0031

RECOMMENDED
PANEL OPENING

WIRING TABLE
PIN# COLOR WIRE GAUGE

1 RED 24AWG
2 WHITE 28AWG
3 GREEN 28AWG
4 BLACK 24AWG
5 BLUE 28AWG
6 YELLOW 28AWG
7 YELLOW/GREEN 28AWG
8 PURPLE 28AWG
9 ORANGE 28AWG

SHELL GRAY 24AWG
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CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

CAGE CODE

WP USB 3.0 BF WITH 10" WIRE LEADS

USB 3.0

UNLESS OTHERWISE SPECIFIED,

DCUI

COLOR VARIATIONS
MAY OCCUR

01/19/2020OVERALL CABLE LENGTH TOLERANCE:
                      ≤12 [305] = +1 [25] / -0
    >12 [305] ≤60 [1524] = +2 [51] / -0

  >60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

              >300 [7620] = +5% / -0

T-Rev.D

ALL OTHER DIMENSIONAL TOLERANCES:

THIRD-ANGLE PROJECTION
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