
.440
11.18

2X .136
3.45

.812
20.62

.480
12.19

.406
10.31

.079
2.00

10.3
.41

.51
13.0

2.5±0.05

10.82
.319
8.10

.206

.059
1.50

13.0
MAX

.426

R

.51

5.23

.098±.002

4X, .036
0.91

.098
2.50

IN ACCORDANCE WITH L-COM SPECIFICATION PS-0031.
COMPONENT SHALL BE PACKAGED IN QUANTITY OF 10 PER BAG

NOTES:

MATERIAL:
CONTACTS: BRASS
INSULATOR: PBT, UL94V-0 RATED (WHITE)
SHELL: BRASS

FINISH: 
  CONTACT:  30µ INCH SELECTIVE GOLD
  SHELL: NICKEL

ELECTRICAL CHARACTERISTICS:
CONTACT CURRENT RATING: 1.5 AMPERES.
DIELECTRIC WITHSTANDING VOLTAGE: AC 500V R.M.S.
INSULATION RESISTANCE: 1000 MEGOHMS MINIMUM
CONTACT RESISTANCE: 30 MILLIOHMS MAXIMUM
OPERATING TEMPERATURE: -55 C +85 C.

ALL DIMENSIONS ARE FOR REFERENCE ONLY.

RECOMMENDED
PCB CUTOUT

B

THRU
2X, 4-40 UNC-2B

PIN 1

20.62
.812

1.06
27.0

.53

INSIDE
13.4

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

USB TYPE "B" CONNECTOR WITH FLANGE

UNLESS OTHERWISE SPECIFIED,
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THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

FSCM NO.

MAY OCCUR 43321

USB

1/16/13

NORTH ANDOVER, MA

UNDIMENSIONED FEATURES

8

PRODUCT DESCRIPTION

UC-B-PMT.SLDDRW

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005

RECOMMENDED
 PANEL CUTOUT

RoHS Compliant 

12.5
.49

.50
12.6

.47
12.0

.65
16.5

±0.05
.079±.002
2.0

.579
14.71


