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INITIAL RELEASE

ECN 8239: REVISE DIM FROM 1.28 TO 1.17, FORMAT, ADDED ROHS
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THE  INFORMATION  CONTAINED  IN  THIS  DRAWING  IS  THE  SOLE

MAY VARY 

NONE

MAY OCCUR

FSCM NO.

USP SUB-PNL W/4 CAT6 CPLR STR

RACKS/ENCLOSURES

COLOR VARIATIONS

NORTH ANDOVER, MA
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]

CE2011/65/EU(RoHS DIRECTIVE)
REGULATORY COMPLIANCE:

  4.  ALL DIMENSIONS SHOWN ARE FOR REFERENCE ONLY.
  3.  KIT CONTAINS 4, #6-32 UNC SCREWS.

NOTES:

  1.  PANEL MATERIAL: .06 [1.5] THK COLD ROLLED STEEL.
  2.  PANEL FINISH: FLAT BLACK POWDER COAT.
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