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IOT Pressure Sensors Technical Data Sheet

LT989W-50M55V6K22  REV 1.0

LT989W-50M55V6K22

Features
 

• Level range 0-50 meters
• Sensor housing IP68

• Isolated construction, enable to measure various media
• Stainless steel

Applications
 

• Industrial process control
• Liquid level measurement
• Chemical industries

• Water and Waste Management
• Mining

.

Description
LT989W-50M55V6K22 is a highly stable, reliable and fully sealed submersible level transmitter. LT989W-50M55V6K22 level 
transmitter comes in a compact size, and is lightweight and stable. It can be used to measure liquid levels for many applica-
tions in metallurgy, mining, chemicals, water supply and waste management.
Product Configuration

Application: Level Transmitter
Pressure Type: Gauge

General Specifications
  Description Minimum Typical Maximum Unit 
Level Range 0  50 mH2O/OIL 
Accuracy   ±0.5    %Full Scale 
Zero Thermal Error     ±0.02      % Full Scale/°C   
Span Thermal Error    ±0.05      % Full Scale/°C 
Long Term Stability      ±0.2      %Full Scale/year 
Overpressure  1.5  xFull Scale 

.      

Electrical Specifications
  Description Minimum Typical Maximum Unit 
Output Signal    0.5-4.5V     
Power Supply/Excitation Level      5        VDC   
Output Load   10,000    Ohms  

.      

Material Specifications
  Description Material 
Diaphragm   Stainless Steel 316L 
Plug Housing   Stainless Steel 304   
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Tubing   NBR   
O-Ring   Viton   

.   

Mechanical Specifications

Wire Color 3-Wire
Black +V
Red +OUT
White GND

Electrical Connection

Environmental Specifications
Temperature (Operating)   -10ºC to 70ºC
Temperature (Storage)   -20ºC to 85ºC
Certifications	 ROHS Compliant
 CE Compliant

The	Infinite	Electronics	portfolio	includes	coaxial	cable	assemblies,	connectors,	adapters	and	custom	products,	as	well	
as	our	wireless	product	line	which	includes	antennas,	RF	amplifiers,	lightning	and	surge	protectors,	and	NEMA	rated	
enclosures.

mailto:sales%40L-com.com?subject=


© 2019 L-com, Inc  All Right Reserved                                                                                   3                                                                                                                                               

 
3.

03
77

.0
 

 
4.

06
10

3.
0

 

1.
02

26
.0

LA
BE

L
LT

98
9W

-5
0M

55
V

6K
22

TR
A

N
SM

ITT
ER

C
A

BL
E 

RE
LI

EF

C
A

BL
E

 

PA
R

T 
N

U
M

BE
R

N
/A

1
1

R
EV

U
N

LE
SS

 O
TH

ER
W

IS
E 

SP
EC

IF
IE

D
LE

AD
IN

G
 D

IM
EN

SI
O

N
S 

AR
E 

IN
C

H
ES

D
IM

EN
SI

O
N

S 
IN

 [ 
] A

R
E 

M
IL

LI
M

ET
ER

S

C
AG

E 
   

   
 

43
32

1
SI

ZE

SC
AL

E

TH
E

S
E

 C
O

M
M

O
D

IT
IE

S
, T

E
C

H
N

O
LO

G
Y

 O
R

 S
O

FT
W

A
R

E
 W

E
R

E
 E

X
P

O
R

TE
D

 F
R

O
M

 T
H

E
 U

N
IT

E
D

 S
TA

TE
S

 IN
 A

C
C

O
R

D
A

N
C

E
 W

IT
H

 T
H

E
 E

X
P

O
R

T 
A

D
M

IN
IS

TR
A

TI
O

N
 R

E
G

U
LA

TI
O

N
S

. D
IV

E
R

S
IO

N
 C

O
N

TR
A

R
Y

 T
O

 U
.S

. L
A

W
 P

R
O

H
IB

IT
E

D
.

A

SH
EE

T 
   

   
   

   
   

   
  O

F

TH
IR

D
-A

N
G

LE
 P

R
O

JE
C

TI
O

N
D

R
AW

N
 B

Y

AL
L 

D
IM

EN
SI

O
N

S 
SH

O
W

N
AR

E 
FO

R
 R

EF
ER

EN
C

E 
O

N
LY

.

LT
98

9W
-5

0M
55

V6
K2

2
A

50
 H

ig
h 

St
re

et
, W

es
t M

ill,
 3

rd
 F

lo
or

, S
ui

te
 #

30
 

N
or

th
 A

nd
ov

er
, M

A 
01

84
5 

U
SA

.
Ph

on
e:

  1
.8

00
.3

41
.5

26
6 

│ 
1.

97
8.

68
2.

69
36

Fa
x:

  1
.9

78
.6

89
.9

48
4

w
w

w
.L

-c
om

.c
om

 │
e-

m
ai

l: 
C

us
to

m
er

Se
rv

ic
e@

L-
co

m
.c

om

TH
E 

IN
FO

R
M

AT
IO

N
 A

N
D

 
D

ES
IG

N
 IN

 T
H

IS
 D

O
C

U
M

EN
T

IS
 T

H
E 

PR
O

PE
R

TY
 O

F 
L-

C
O

M
 G

LO
BA

L 
C

O
N

N
EC

TI
VI

TY
. 

 A
LL

 R
IG

H
TS

 R
ES

ER
VE

D
.

TO
LE

R
AN

C
ES

:

.X
XX

=±
.0

05
 [ 

.1
3 

]
.0

1 
  [

 .2
5 

]
.X

X=
±

.X
=±

.2
   

  [
5.

08
]

FR
AC

TI
O

N
S

± 
1/

32
AN

G
LE

S 
± 

1°

T-
R

ev
.B

D
ZI

N
N

TO
ZA

IN
ITI

A
L 

RE
LE

A
SE

A
05

/2
4/

20
19

D
A

TE
RE

V
A

PP
RO

V
ED

D
ES

C
RI

PT
IO

N
RE

VI
SI

O
N

S

Level Transmitter, 0-50mH2O/OIL 0.5-4.5V out, Stainless 304, 55m Polyethylene
LT989W-50M55V6K22 CAD Drawing
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