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PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

ECN 9390:CONTACT RESISTANCE CHANGE TO 10 MILLI-OHM MAX.
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ECN 12905;UPDATED DIM. AS PER NEW SPEC and PHYSICAL GOODS.
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THIRD-ANGLE PROJECTION
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M12 8P A-CODE MALE 
CONNECTOR MOLDING TYPE

REGULATORY COMPLIANCE

C

M12 8PIN A CODE MALE 

WITH L-COM SPECIFICATION PS-0031.
CONNECTOR SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE

CONNECTOR

EU RoHS DIRECTIVE (MOST RECENT RELEASED VERSION)

C

NOTES

MATERIAL:
CONTACT:COPPER ALLOY,GOLD FLASH PLATE
HOUSING:THERMOPLASTIC,UL94 V-0,BLACK
SHELL/SCREW NUT:COPPER ALLOY,NICKEL PLATE
O-RING:SILICONE
ELECTRICAL:
NOMINAL VOLTAGE RATING:30 V
MAX CURRENT:2A
CONTACT RESISTANCE:10 MILLI OHM MAX.
INSULATION RESISTANCE:100MΩ MIN.
APPLICATION:
INGRESS PROTECTION RATING IS IP67
ENVIRONMENTAL:
OPERATING TEMPERATURE RANGE: -25°C TO +85°C
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