
NOTES:

MECHANICAL DATA:
1. CABLE OUTSIDE DIAMETER: 5.5MM - 9.0MM
2. CONDUCTOR CROSS SECTION:

STRANDED: 0.14 - 0.34MM² (AWG 26 - 22); SOLID:0.25 - 0.34MM² (AWG 24 - 22)
3. TERMINATION: IDC CONNECTION
4. CONNECTION: PLUGGABLE, SCREW LOCKING
5. TEMP. RANGE: -40 °C TO +85 °C
6. PROTECTION: IP67(WHEN MATED AND TIGHTENED)
7. HOUSING MATERIAL: CUZN, NICKEL PLATED 
8. SCREW: M12X1 ZINC PRESSURE DIE CASTING SURFACE NI

MISCELLANEOUS:
1. NOMINAL VOLTAGE: 50 V AC/ 60 V DC
2. RATED CURRENT (40 °C): MAX 0.5 A
3. TRANSFER PARAMETERS: CAT6, CLASS EA (ISO/IEC 11801:2002), (EN 50173-1) 
4. TRANSFER RATE: 10GBIT/S
5. SHIPS UNASSEMBLED

REGULATORY COMPLIANCE:
 CE2011/65/EU(RoHS DIRECTIVE)
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OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08] M12 MALE STRAIGHT, 8P., 
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